PS51220 Specifications

178+1 \“35_1. B

s = . B | |
1 5 || azs
'l' |
8‘ 8 |32

6.35
‘ ‘ [ m—] 08
[ B S |

mmr
,,P-_-LS,ERES/ DISCHARGING CURRENT & DISCHARGE DURATION TIME

N N\
. A\
; W\
€’ ALY
\
: A\
£ X
‘é 2
S 60 AVA\Y
g |8 \
PHYSICAL SPECIFICATION =8 £ 2 N\
= A\ P
Nominal Voltage 12V v \ ‘2‘2 g: fji ;
Nominal Capacity (20HR) 2.0AH 6 0°C( 32°F)
4
Length 178 £ 1mm (7.00 inches)
D.mens'on Width 35 + 1mm (1 _38 inches) 0| 0.065 0.127 0.2080.230.28 0.390.691.392.1 41 6.2 7.5
i i '
Container Height 60 = 1mm (2.36 inches) Discharge Current (A)
Total Height (with Terminal) 66 = Tmm (2.60 inches)

DISCHARGE CHARACTERISTICS (25°C,77°F)
Weight Approx 1.0kg (2.21Ibs)

Terminal Type T1(standard) 13
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20 hour rate (0.10A) | 2.0AH Wital  Charging  Gumrent § 10z \\ AN “Je15 0-34A 0.19A [0.0A
Rated 10 hour rate (0.19A) 1.9AH less than 0.60A. Voltage _E’ 10 \ X/ T24A
Capacity 5 hour rate (0.34A) 1.7AH Cycle 144V~ 150V at 25°C (77°F) % 9.6 712.0A
1 hour rate (1.24A) 1.24AH o 4 0 ,
15minute rate (3.924) | 0.98aH |COmStaMt T GBI R ,/
Voltage 8
Charge No limit on Initial Charging 7.8 N
Capacity 40°C (104°F) 103% CumontVoltage 135V-138Vat 6.0A 4.DA
affected by | 25°C (77°F) 100% Standby| i’e . - o 15 3 5 10 18 30 602 3 5 10 20
Temperature 0°C (32°F) 86% COHAC R s min h
-20mV/°C Discharge Time
O A RR A P AND O A PO » A » AR AB
Time (minute)
Final voltage/ o8 10 15 20 30 45 60 120 180 300 600 1200
Cell 1.3 1.3 1.3 1.3 1.6 1.6 1.67 1.7 1.75 1.75 1.75 1.8
Amp/Watt/Cell
A 8.00 5.70 3.92 3.20 2.30 1.60 1.24 0.70 0.51 0.34 0.19 0.10
W 14.32 10.72 7.46 6.26 4.52 3.18 2.46 1.39 1.01 0.68 0.37 0.20

Trade Enquiries 1300 362 287
www.centurybatteries.com.au
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