
PS12120 Specifications

Constant Current (amp) and Constant power (watt) disCharge table (25°C, 77°F)
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A 47.04 30.17 21.91 16.94 13.52 9.60 7.44 4.52 3.31 2.04 0.116 0.60

W 77.98 51.28 38.34 30.09 24.38 17.75 14.20 8.04 5.90 4.05 2.22 1.20

physiCal dimension / terminal (mm)

disCharging Current & disCharge duration time

disCharge CharaCteristiCs (25ºC,77ºF)

time (minute) 
Final voltage/ 

Cell
amp/watt/Cell 

0        0.41 0.85       1.12    1.44 1.73  2.5  4.5 7.4 12 24     36
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physiCal speCiFiCation

nominal Voltage

nominal Capacity (20hr)

12V

12ah

dimension

length

width

Container height

total height (with terminal)

151 ± 1mm (5.95 inches)

98 ± 1mm (3.86 inches) 

95 ± 1mm (3.74 inches)

101 ± 1mm (3.98 inches)

weight approx 3.80kg (8.38lbs)

terminal type t2/t1(standard)

eleCtriCal speCiFiCation

rated  
Capacity

20 hour rate (0.60a) 

10 hour rate (1.116a) 

5 hour rate (2.04a) 

1 hour rate (7.44a) 

15minute rate (21.91a)

12.0ah 

11.16ah 

10.20ah 

7.44ah 

5.48ah
Constant-

Voltage 

Charge

Cycle

initial Charging Current 

less than 3.6a. Voltage 

14.4V~ 15.0V at 25°C (77°F)  

temp. Coefficient -30mV/°C

Capacity 
affected by 

temperature

40°C (104°F) 

25°C (77°F)

0ºC (32ºF)

103%

100%

86%

standby

no limit on initial Charging 

Current Voltage 13.5V~13.8V at 

25°C (77°F) temp. Coefficient 

-20mV/°C
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